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February 10, 2014 
 
 
Mr. Adam Smith 
CV COMMUNITIES 
1900 Quail Street 
Newport Beach, CA 92660 
 
Subject: Tentative Tract Map No. 32535 Trip Generation Assessment 
 
Dear Mr. Smith: 
 
The firm of Urban Crossroads, Inc. is pleased to submit the following trip generation assessment 
for the proposed Tentative Tract Map No. 32535 (“Project”).  The Project consists of approximately 
84 residential lots and is generally located west of Interstate 215 (I-215), south of Catt Road and 
north of Clinton Keith Road in the City of Wildomar. The purpose of this trip generation 
assessment is to determine the vehicle trip generation for the proposed project land use, and 
compare the proposed Project’s trip generation to the previously entitled Project. A preliminary 
site plan for the proposed Project is shown on Exhibit 1. 

Project Description 
The Project applicant proposes a modification of a previously entitled land use, a modification 
to a previously-approved tentative map, which consisted Of 84 single-family residential lots 
("Original Project").   The Original Project was approved by the County of Riverside, before the 
City of Wildomar was incorporated.  The Project proposes the development of 81 single-family 
residential lots within a 31.40 acre site. 

Project Trip Generation 
Trip generation represents the amount of traffic which is both attracted to and produced by a 
development.  Determining traffic generation for a specific project is therefore based upon 
forecasting the amount of traffic that is expected to be both attracted to and produced by the 
specific land uses being proposed for a given development.  The trip generation rates used for this 
assessment are based upon information collected by the Institute of Transportation Engineers 
(ITE) as provided in their Trip Generation manual, 9th Edition, 2012.  The ITE Trip Generation 
manual is a nationally recognized source for estimating site specific trip generation.   

Currently Proposed Project 
For purposes of this trip generation assessment, ITE land use code 210 (Single Family Detached 
Residential) has been utilized to derive specific trip generation estimates for the currently 
proposed residential Project. 
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Project daily and peak hour trip generation is also shown in Table 1.  The proposed Project is 
anticipated to generate a net total of approximately 771 trip-ends per day with 61 AM peak hour 
trips and 81 PM peak hour trips. 

Original Project 
Trip generation rates for the Original Project are shown in Table 2.  Project daily and peak hour trip 
generation is also shown in Table 2.  The proposed Project is anticipated to generate a net total of 
approximately 800 trip-ends per day with 63 AM peak hour trips and 84 PM peak hour trips. 

Trip Generation Comparison 
 

As shown in Table 3, the development of the proposed Project is anticipated to generate 29 
fewer trip-ends per day with 2 fewer AM peak hour trips and 2 fewer PM peak hour trips as 
compared to the previously entitled use. 

Soil Export Traffic 
 

Project soil export activities are expected to occur for the duration of approximately five months 
or 120 working-days.  

Traffic operations during the proposed export phase of the project may potentially result in traffic 
impacts related to construction workers, soil export, and heavy equipment delivery/pickup.  It is 
anticipated that the following construction-related activities would generate traffic and may 
potentially result in construction-related traffic impacts: 

 Construction workers 

 Soil Export 

 Heavy equipment delivery 

 
Each of the traffic generating activities listed above is discussed thoroughly in the subsequent 
sections.  It has been assumed that construction activity will occur during the hours of 6:00 AM 
and 4:00 PM. More specifically, soil export hauling activities would generally occur during the 
hours of 9:00 AM and 4:00 PM which would be outside the typical “commuter traffic” peak hours 
in the project vicinity. 

Worker Trips 

Employee trips are estimated based on the number of employees estimated to be on-site during 
soil export.  Each employee is assumed to drive to and from the construction site each day.  It has 
been assumed that employees will arrive up to 30 minutes prior to the workday and will leave up 
to 30 minutes after the workday ends.  It is estimated that approximately 20 employees will be 
expected during soil export activity. Parking for employees and non-employee vehicles can be 
accommodated on-site near the construction staging area.  

It is anticipated that the majority of employees would arrive and depart from the site adjacent to 
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the peak commute traffic periods (i.e., 7:00 AM – 9:00 AM and 4:00 PM – 6:00 PM) with a period 
of overlap.  Employee trips are based on the number of employees estimated to be on site during 
different points throughout the project.  The potential impacts resulting from construction-related 
parking and employee trips are considered less-than-significant. 

Soil Export 

Construction of the Project will require the export of approximately 202,907 cubic yards of soil.  It 
is estimated that 106 haul truck loads will be required per day for the duration of soil export 
activities. Each truck will generate one (1) inbound and one (1) outbound trip, accounting for a 
total of two (2) truck trips per load of material exported. Thus, a total of 212 haul trips (two-way) 
per day will be generated, which translates to approximately 30 haul trips (two-way) per hour. As 
previously noted truck trips associated with soil export activities would generally occur between 
9:00 AM and 4:00 PM, which is outside the typical “commute traffic” peak hours in the project 
vicinity.  

As such, the following measures are recommended to reduce temporary traffic impacts due to soil 
export activity to less than significant levels: 

1. To the extent feasible limit construction activity associated with soil export activities to 
occur outside of the typical morning and evening peak commute hours (i.e., 7AM-9AM 
and 4PM-6PM); 
 

2. Working in conjunction with City of Wildomar’s engineering staff, a construction traffic 
management plan should be developed that limits the number of haul trips as follows: 
from the hours of 7:00 AM to 10:00 AM no more than 16 (two-way) haul trips can occur, 
from the hours of 10:00 AM to 2:00 PM up to 30 (two-way) haul trips can occur, and from 
2:00 PM to 4:00 PM no more than 16 (two-way) haul trips can occur.   

Heavy Equipment Delivery 

Heavy equipment to be utilized on-site during soil export includes, but is not limited to: 
excavators, graders, rubber tired dozers, scrapers, tractors, loaders, and backhoes. Heavy 
equipment will be delivered and removed from the site throughout the soil export phase.  As most 
heavy equipment is typically not an authorized vehicle to be driven on a public roadway, most of 
the equipment will be delivered and removed from the site via large flatbed trucks.  It is 
anticipated that delivery of heavy equipment would not occur on a daily basis, but rather 
periodically throughout the construction phase based on need. 

The delivery and removal of heavy equipment is recommended to occur outside of the morning 
and evening peak hours in order to have nominal impacts to traffic and circulation near the vicinity 
of the project.  If this measure is applied, it is anticipated that traffic impacts associated with the 
delivery and removal of heavy equipment are less-than-significant. 
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Findings and Conclusions 
It is anticipated that the development of the proposed Project would generate fewer net vehicle 
trips than what would otherwise occur under the Original Project use as shown on Table 3. 

Furthermore, the traffic study guidelines outlined in the Riverside County Transportation 
Department’s “Traffic Impact Analysis Preparation Guide,” dated April 2008 indicate that if a 
project generates fewer than 100 peak hour trips, a traffic study is typically not required as off-
site improvements are assumed to be nominal for low traffic generating uses.  The City of 
Wildomar has not yet adopted its own traffic study guidelines therefore the Riverside County 
guidelines are utilized. 

As discussed previously, the proposed Project is anticipated to generate approximately 61 and 
81 trips during the AM and PM peak hours, respectively.  Based on County of Riverside Traffic 
Impact Analysis guidelines, a traffic impact analysis, beyond this trip generation evaluation, is 
not required as the Project is anticipated to generate less than 100 peak hour trips. 

With the recommendations included in this construction traffic assessment, the potential traffic 
impacts resulting from employee trips, export of soil, and heavy equipment delivery/pickup are 
“less-than-significant”.  

If you have any questions or comments, please contact me directly at (949) 660-1994. 

 
Respectfully submitted, 
 
URBAN CROSSROADS, INC. 
 
 
 
Haseeb Qureshi      
Senior Associate      
 
HQ 
JN:09003-05 Letter 





Table 1

ITE LU AM Peak Hour PM Peak Hour

Land Use Units1 Code Inbound Outbound Total Inbound Outbound Total

Single Family Detached Residential DU 210 0.19 0.56 0.75 0.63 0.37 1.00 9.52

AM Peak Hour PM Peak Hour

Land Use Units1 Quantity Inbound Outbound Total Inbound Outbound Total

Single Family Detached Residential DU 81 15 45 61 51 30 81 771

1  DU = Dwelling Units
2  Trip Generation Source:  Institute of Transportation Engineers (ITE), Trip Generation Manual, Ninth Edition (2012).

Currently Proposed Project Trip Generation Summary

Daily

Trip Generation Rates:2

Trip Generation Summary:

Daily
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Table 2

ITE LU AM Peak Hour PM Peak Hour

Land Use Units1 Code Inbound Outbound Total Inbound Outbound Total

Single Family Detached Residential DU 210 0.19 0.56 0.75 0.63 0.37 1.00 9.52

AM Peak Hour PM Peak Hour

Land Use Units1 Quantity Inbound Outbound Total Inbound Outbound Total

Single Family Detached Residential DU 84 16 47 63 53 31 84 800

1  DU = Dwelling Units
2  Trip Generation Source:  Institute of Transportation Engineers (ITE), Trip Generation Manual, Ninth Edition (2012).

Original Project Trip Generation Summary

Daily

Trip Generation Rates:2

Daily

Trip Generation Summary:
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Table 3

Land Use In Out Total In Out Total Daily

Currently Proposed Project 15 45 61 51 30 81 771

Original Project 16 47 63 53 31 84 800

Variance -1 -2 -2 -2 -1 -3 -29

AM Peak Hour PM Peak Hour

Trip Generation Comparison
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