EQUIPMENT LIST FOR AREAS S

OWN

Pole Luminaires
Qv | tocaton | sz | cevioy | e TveE POLE | GRID | GRIDS
1 Al 60' - 60' 1500W MZ 3 3 0
1 A2 60' - 60' 1500W Mz 4 4 0
2 B1-B2 70' - 70' 1500W MZ 6 6 0
4 TOTALS 19 19 0
\

SCALE IN FEET 1 : 50

a

50'

100'

Pole location(s) <P dimensions are relative
to 0,0 reference point(s) &

MY PROJECT

Name: Cornerstone Community Church
Football/Softball
Location: Wildomar,CA

GRID SUMMARY

Name: Softball
Size: 200'/200'/200' - basepath 60'
Spacing: 20.0'x 20.0'
Height: 3.0'above grade

CONSTANT ILLUMINATION

SUMMARY HORIZONTAL FOOTCANDLES
Infield Outfield
Guaranteed Average: 50 30
Scan Average: 50.6 354
Maximum: 58 52
Minimum: 36 21
Avg / Min: 1.40 1.65
Guaranteed Max / Min: 2 2.5
Max / Min: 1.61 2.45
UG (adjacent pts): 1.40 1.71
CcV: 0.12 0.21
No. of Points: 25 73

LUMINAIRE INFORMATION
Luminaire Type: Green Generation
Rated Lamp Life: 5,000 hours
Avg Lumens / Lamp: 134,000
Avg Lamp Tilt Factor: 1.000
No. of Luminaires: 19

Avg KW: 29.72 (32.3 max)

Guaranteed Performance: The Guaranteed Average
CONSTANT ILLUMINATION described above is guaranteed
for the rated life of the lamp.

Field Measurements: Illumination measured in accordance with
IESNA LM-5-04 and CIBSE LG4. Individual values may vary.
See the Warranty document for details.

Electrical System Requirements: Refer to Amperage
Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.

Installation Requirements: Results assume +/- 3%
nominal voltage at line side of the ballast and structures
located within 3 feet (1m) of design locations.

ENGINEERED DESIGN
By: Joel Stout
File # / Date: 139881-B

04-Feb-14

Not to be reproduced in whole or part without the written consent of Musco
Sports Lighting, LLC. ©1981, 2014 Musco Sports Lighting, LLC.

ILLUMINATIO MMARY




EQUIPMENT LIST FOR AREAS SHOWN

Pole Luminaires
QrY | locATON | SZE | gamow | meear TvPE FOIE | b | Gmibs
1 Al 60' - 60’ 1500W MZ 3 3 0
1 A2 60' - 60’ 1500W MZ 4 4 0
2 B1, F3 70' - 70’ 1500W MZ 6 6 0
2 F1-F2 60' - 60’ 1500W Mz 6 6 0
6 TOTALS 31 31 0 MY PROJECT

Name: Cornerstone Community Church

4a=k : Football/Softball
,—] L M Location: Wildomar,CA
rrm",m,,m,,,“,if NN GRID SUMMARY

:  — Name: Football

\ Size: 360'x 120'

Spacing: 30.0' x 30.0'
Height: 3.0'above grade

CONSTANT ILLUMINATION

SUMMARY HORIZONTAL FOOTCANDLES
Entire Grid
Guaranteed Average: 30
Scan Average: 32.9
Maximum: 44
Minimum: 21
Avg / Min: 1.59
Guaranteed Max / Min: 25
Max / Min: 2.13
UG (adjacent pts): 1.44
CcV: 0.19
No. of Points: 48

LUMINAIRE INFORMATION
Luminaire Type: Green Generation
Rated Lamp Life: 5,000 hours
Avg Lumens / Lamp: 134,000
Avg Lamp Tilt Factor: 1.000
No. of Luminaires: 31
Avg KW: 48.48 (52.7 max)

Guaranteed Performance: The Guaranteed Average
CONSTANT ILLUMINATION described above is guaranteed
for the rated life of the lamp.

Field Measurements: Illumination measured in accordance with
IESNA LM-5-04 and CIBSE LG4. Individual values may vary.
See the Warranty document for details.

Electrical System Requirements: Refer to Amperage
Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.

Installation Requirements: Results assume +/- 3%
nominal voltage at line side of the ballast and structures
located within 3 feet (1m) of design locations.

ENGINEERED DESIGN
By: Joel Stout
. X File # / Date: 139881-B 04-Feb-14
SCALE IN FEET 1: 60 Pole location(s) <P dimensions are relative
to 0,0 reference point(s) & Not to be reproduced in whole or part without the written consent of Musco
I 60' 120' Sports Lighting, LLC. ©1981, 2014 Musco Sports Lighting, LLC.

ILLUMINATIO MMARY




UIPMENT LIST FOR AREAS SHOWN

Pole Luminaires
GRADE MOUNTING LAMP QTY/ | THIS | OTHER
Qry LOCATION Size ELEVATION HEIGHT TYPE POLE | GRID | GRIDS
1 Al 60' - 60' 1500W MZ 3 3 0
1 A2 60' - 60' 1500W Mz 4 4 0
3 B1-B2, F3 70' - 70' 1500W MZ 6 6 0
2 F1-F2 60' - 60' 1500W MZ 6 6 0
7 TOTALS 37 37 0 MY PROJECT
Name: Cornerstone Community Church
Football/Softball
Location: Wildomar,CA
1
______ F\"’-l"rf-‘--w;,1
L ag GRID SUMMARY
Name: Blanket Grid
r' Spacing: 30.0'x 30.0'
2 Height: 3.0'above grade
O
& CONSTANT ILLUMINATION
Q £0 90 O 00 90 PO
SUMMARY HORIZONTAL FOOTCANDLES
$0 po po $0 o po
Entire Grid
$0po po $0 o po
Scan Average: 5.6
i ZAalR ol i LR Maximum: 69
50700 p0 p1 p1 o1 p1 ‘”l’"“ 0 $0] pD] 18O | HO Minimum: 0
0 00 p1 1 p1 P o1 o1 1| po po 9 pO HO O Avg / Min: 637.92
/4//\ 01 01 p1 p2 pa pe 04 pa 02 ob o1 o1 00 00 00 00 g0 Max / Min:  7817.71
S, v S = A N L SO D UG (adjacent pts): 1082
uN, @ Ccv: 2.44
% 00 02 o5 42 84 o gs1 212 436 g8 403 447 4 09 43 a5 oF |04 01 01 01 00 00 g0 .
/<\<\ No. of Points: 837
\{5\ PO 90 1 P8 20 5 [[13 JO1JETF Lo 274 11 45T sos BB o (o4 02 01 01 01 00 00 LUMINAIRE INFORMATION
0 0 1 80 oo [fpas pos 407 §o0 $90 Pe0 37 @12 paT 20 pan 0 89 A 104 H3 H2 P11 HO poO Luminaire Type: Green Generation
s0 91 p1 g1 o4 (210 [339 63 358 356 945 50 424520 §74 92 79 412 Jo |9 P4 P2 1 p1 P1 PO Rated Lamp Life: 5,000 hours
sl p1 2 27 (826 a7 362 388 300 402 204 gas 479 586 54 923 o |4 ] Avg Lumens / Lamp: 134,000
P11 p2 478 P02 JEEg 459 299 3 355 429 A6 |42 Pp5 PB Lp2. QL A AVg Lamp Tilt Factor:  1.000
) e ‘ No. of Luminaires: 37
o1 p2 p2 245 ga7 go7 g52 293 @83 08 J17 J0 | gb o5 -P3-P2c Pl - PdoPOccco .
2 4, Avg KW: 57.87 (62.9 max)
P11 p1 P2 p3 429 269/ 426 3 g4 ‘ssAVA PP P4 P2 Pp1 P11 p1 PO Y
P ez b2 o5 FB, o0 FTONR L i R AR G G o Guaranteed Performance: The CONSTANT ILLUMINATION
Pl p1 p1 p1 P2 P2 5&;12 219 233 255 04 4 88 48| pF p3 P2 p1 p1 p1 PO described above is guaranteed for the rated life
20 9o o1 1 p1 P11 22 59 91 93 .94-$ﬂ7 203 24 g4 g1| pb p2 p1 p1 p1 p1 po of the lamp.
PO PO PO P1 P P p1 P12 p3 b7 a0 21 2AL p1 ss e a3 pa|op b2 p1 p1 p1 po po Field Measurements: Illumination measured in accordance with
p0 po 80 50 0 P11 1 p1 p1 p3 05 08 98 09 41 a1 o7 o4 bo| b b1 s1 01 po po o IESNA LM-5-04 and CIBSE LG4. Individual values may vary.
00 00 90 9o g0 00 o1 o1 01 b1 o 02 03 03 04 04 04 03 02 b1l d o1 01 00 0 00 0o See the Warranty document for details.
P00 PO PO PO po PO PO PO p1 P11 02 92 92 p2 p2 p2 p1 b1l A1 p1 po po po po po Electrical System Requirements: Refer to Amperage
Draw Chart and/or the "Musco Control System Summary"
PO PO PO PO PO PO PO PO PO PO p1 p1 Pl Pl Pl p1 P11 Pp1 p1 i Ao PO PO PO PO PO PO A L
for electrical sizing.
PO PO PO PO PO PO PO PO PO PO PO po p1 Pl Pl P11 p1 p1 fpo 0 PO PO PO PO PO PO
Installation Requirements: Results assume +/- 3%
PO PO PO PO PO PO PO PO PO PO po  po Pl Pl PO PO PO 0 0 PO PO PO PO PO PO

nominal voltage at line side of the ballast and structures

PO 000000 b0 90 b0 90 b0 80 b0 PO 90 00 YL 00 8O0 8O 40 B0 40 located within 3 feet (1m) of design locations.
ENGINEERED DESIGN
By: Joel Stout
. File # / Date: 139881-B 04-Feb-14
SCALE IN FEET 1: 200 Pole location(s) <P dimensions are relative
to 0,0 reference point(s) & Not to be reproduced in whole or part without the written consent of Musco
I 200’ 400" Sports Lighting, LLC. ©1981, 2014 Musco Sports Lighting, LLC.

ILLUMINATIO MMARY
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MY PROJECT

Name: Cornerstone Community Church
Football/Softball
Location: Wildomar,CA

@ F2 EQUIPMENT LAYOUT

INCLUDES:
- Football
- Softball

F1

Electrical System Requirements: Refer to Amperage
B2 Draw Chart and/or the "Musco Control System Summary"
for electrical sizing.

Installation Requirements: Results assume +/- 3%
nominal voltage at line side of the ballast and structures
located within 3 feet (1m) of design locations.

{ EQUIPMENT LIST FOR AREAS SHOWN

Football
360" x 120"

Pole Luminaires
GRADE | MOUNTING TAVP TV
QTY| LOCATION | SIZE | gEVATION | HEIGHT TYPE F?OLE
s 1 Al 60' - 60' 1500W MZ 3
oft/bal | 1 A2 60' - 60' 1500WMz | 4
200/200/200' - 1, , ~ 3 | B1-B2,F3 | 70’ - 70' 1500W MZ 6
asepath 60 2| FLr2 | 60 - 60' 1500WMz | 6
7 TOTALS 37
SINGLE LUMINAIRE AMPERAGE DRAW CHART
Ballast Specifications Line Amperage Per Luminaire
A2 (.90 min power factor) (max draw)
.$_ Single Phase Voltage 208 | 220 | 240 | 277 | 347 | 380 | 480
©) | @ [ e [ e [ 60 [ 60 | 60
1500 watt MZ 86 |83 | 7565|551 a7] 37

ENGINEERED DESIGN
By: Joel Stout
File # / Date: 139881-B 04-Feb-14

to 0,0 reference point(s) & Not to be reproduced in whole or part without the written consent of Musco
Sports Lighting, LLC. ©1981, 2014 Musco Sports Lighting, LLC.

UIPMENT

@ SCALE IN FEET 1: 80 Pole location(s) <P dimensions are relative
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ORDERING INFORMATION

ACCESSORIES - RCS (Must be ordered separately. For field installation.) ~ ADDITIONAL ACCESSORIES

Catalog Number  Description Catalog # Description

RCS-HS-23 Internal Lamp Shielding (RCS - H2 & H3 distributions) F-RPA2-XX'2 Round Pole Adapter (2% - 3'4”)

RCS-HS-2P Internal Lamp Shielding (RCS - H2P distributions) F-RPA3-XX'2 Round Pole Adapter (3%4 - 3%”)

RCS-HS-4 Internal Lamp Shielding (RCS - H4 distribution) F-RPA4-XX'? Round Pole Adapter (37 - 412")

RCS-PVG 1/8” Polycarbonate Vandal Guard suspended 3” below door frame F-RPA5-XX'2 Round Pole Adapter (5”)

RCS-HS-3P Internal Lamp Shielding (RCS - H3P distributions) F-RPAG-XX'? Round Pole Adapter (6”)
WB-CR-XX' Wall Bracket

PHOTOCONTROL EQUIPMENT ARM-F-K-TA-XX'  Tenon Arm (single) adjustable (2%” 0.D. tenon)

ARM-F-TK-TA-XX' Tenon Arm (double 180°) adjustable (2%” 0.D. tenon)

Catalog Number Description ARM-F-K-S-XX"? Adjustable Arm

PTL-1 Photocontrol - Twist-Lock® Cell (120V) ARM-F-4-S-XX"* 4” Rigid Straight Arm

PTL-8 Photocontrol - Twist-Lock® Cell (120-277V) ARM-F-10-S-XX"> 10" Rigid Straight Arm

PTL-5 Photocontrol - Twist-Lock® Cell (480V) F-DMLH Direct mount hardware kit
PTL-6 Photocontrol - Twist-Lock® Cell (347V) TPLB-XX Twin parallel luminaire bracket
PSC Shorting Cap - Twist-Lock® Wi umina -

1 Replace XX with color choice, eg.: DB for Dark Bronze.
2 When ordering poles, specify Pole Drill Pattern #2.

EASY ORDER FIXTURE AND POLE COMBINATIONS

Catalog Number Description
RSPC-1-P25-H3-20 20ft, 250w PSMH, Type Il
RSPC-1-P40-H3-20  20ft, 400w PSMH, Type Ill —
RSPC-1-P40-H3-25  25ft, 400w PSMH, Type Il Catalog # Description

RSPC-1-P40-H4-20  20ft, 400w PSMH, Type IV SETA-XX'? Square Pole Tenon Adapter (4 at 90 degrees)
Twin Gonfigurations RETA-XX'2 Round Pole Tenon Adapter - 4” (4 at 90 degrees)

RSPC-2-P25-H3-20  20ft, 250w PSMH, Type Il _XX1:2 i -4
RSPC-2-PA0-H3-20  20ft 400w PSMH. Type I TETA-XX Triangular Pole Tenon Adapter - 4” (3 at 120 degrees)
1 Replace XX with color choice, eg.: DB for Dark Bronze.

RSPC-2-P40-H3-25  25ft, 400w PSMH, Type Il e g e @
SPECIFICATIONS

TENON TOP POLE BRACKET ACCESSORIES (23/3” OD tenon)
(RSS version requires 4” round pole adapter)

HOUSING Die formed rectilinear housing has continuous corner welds creating OPTICS Multiple levels of photometric performance to be achieved via tiered optic
a seamless one-piece enclosure. Housing constructed from heavy gauge low copper offering ranging from fully segmented to hydroformed reflectors. All optical assemblies
aluminum alloy. Door assembly recesses completely within luminaire housing creating  to field rotate in 90° increments. All distributions to be IES - Full Cutoff classified.
evenly spaced reveal and floating door appearance. Internal house side shielding to be available on Type II, lll, and IV distributions and
should be factory or field installable.
DOOR/LENS Extruded aluminum doorframe has 45° miter cut corners with internal
corner key brackets for rigid support. Anodized finish with natural aluminum color.
Tool-free entry design provided from corrosion resistant, spring loaded die cast
zinc thumb latches (one per corner). Door assembly hinges forward (toward pole) and
backwards (away from pole) and remains captive to the luminaire housing when only
two latches are released. Complete removal of door is achievable without tools. Extruded
silicone gasket profile positively seals tempered glass lens to doorframe and doorframe FINISH TGIC thermoset polyester powder paint finish applied at nominal 2.5 mil thick-
to luminaire housing ensuring a contaminant fee environment. Tempered flat glass lens ness. Prior to painting, all luminaires and mounting accessories are thoroughly cleaned
includes internal coating of temperature resistant black silk-screening to hide electrical with acid and alkaline cleaners followed by the application of a chromate conversion
compartment. coating.

ELECTRICAL Available HID wattage range of 100 to 400 watts from Pulse Start Metal
Halide and High Pressure Sodium sources. Optional removable Powr-PanIR provided
with quick connects on both ballast and socket leads. Additional options include fusing,
photocell cell control, and quartz restrike lamp.

MOUNT The luminaire housing attaches to all mounting hardware via two 1/2”
diameter bolts/rods. Mounting options include rigid arm assemblies, knuckled

arm assemblies for flat surfaces, knuckled arm assemblies for 2 3/8” OD tenon, wall
bracket adapter, and round pole adapters ensuring maximum luminaire versatility. All
mounting accessories provided with gasket between i housing and accessory.

LOCKWASHER POLE TOP
. | o

POLE COVER FLAT WASHER
® HOUSING +
875

LISTINGS/CERTIFICATION Listed to UL1598 for use in wet locations.

GASKET
THREADED RODS

NUTPLATE

POLE COVER ?
f 35
o 1
SQUARE . -
563
POLE 0.875
= 875 2 HOLES
ROUND POLE ADAPTER

ROUND POLE

Due to our continued efforts to improve our products, product specifications are subject to change without notice.

Spaulding Lighting ® 701 Millennium Boulevard e Greenville, SC 29607 e Phone: 864-678-1000
Due to our continued efforts to improve our products, product specifications are subject to change without notice.
© 2014 SPAULDING LIGHTING, All Rights Reserved ® For more information visit our website: www.spauldinglighting.com e Printed in USA RCS-SPEC 1/14

SPAULDING
LIGHTING

LUMINAIRE SCHEDULE

RAVEN
SMALL RCS
SERIES

et SPAULDING
Job Type LIGHTING
Approvals

INTENDED USES

e Provides a superior lighting solution for a wide array of area/site lighting applications

CONSTRUCTION

o Lightweight, rugged, one piece die formed and welded low copper aluminum rectilinear housing. T
Pre-drilled for mounting. Continuous corner welds for seamless one piece enclosure A
o QOptional decorative embossed band and reveal colors available L
DOOR/LENS ASSEMBLY
e Door assembly recessed completely within luminaire creating evenly spaced reveal and floating
door appearance A B C EPA  Weight
e Corrosion resistant extruded and anodized aluminum door frame has 45 degree mitre cut corners with RCS 85" 16.25" 235"  17FTZ 42 LBS
internal corner key brackets for rigid support and die-cast zinc latches for tool free entry 203‘ mm 413' mm 591 .mm 0 » m; 19.1 kg

e Door assembly hinges forward (toward pole) and backwards (away from pole) and remains captive
to the luminaire housing when only two latches are released. Complete removal of door is achievable

without tools.

temperature resistant black silk screening to hide electrical compartment

MOUNTING

¢ Housing attaches to all mounting via two %2” diameter bolts/rods. Mounting options include rigid arm

assemblies, knuckled arm assemblies for flat surfaces, knuckled arm assemblies for 2-3/8” OD tenon,

wall bracket adapter and round pole adapters ensuring maximum luminaire versatility. All mounting
accessories provided with gasket between the housing and accessory

OPTICS

o Rotatable hydroformed and high performance segmented reflectors available in IES type II, Ill, IV and V

distributions. H2/H3/H5 (hydroformed), H2P (multifaceted hydroformed), H3P/H4P/H5P (segmented)
e QOptional factory or field installed internal house side shield available with H2, H3, H2P, H3P and H4
e Factory installed internal house side shield included with H4P reflector assembly

o Mogul porcelain socket, pulse rated, with spring loaded, nickel-plated center contact and reinforced lamp

grip screw shell. Medium base socket for ED17 lamp

ORDERING INFORMATION
ORDERING EXAMPLE: RCS-A4-P40-H3-F-Q-DB-L

RCS -

T

RCS Raven Small
(100-400w)

A4 Arm mount
(includes 4” rigid arm)

A102  Arm mount

(includes 10” rigid arm)

WB?  Wall bracket (arm not
required nor included)

WBA4 Wall bracket with 4”

rigid arm

WBA10 Wall bracket with 10”

rigid arm

0 Noarm or wall bracket
(only order without arm or
wall bracket when they are
ordered as an accessory)

1 Factory wired for highest voltage unless

specified

2 Required for 90° configurations
3 FDMLH direct mount hardware kit

required
4 Not needed with H4P optics

5 Five-tap ballast available with 250w &

400w PSMH only
6 eHID not available in 480V

SPAULDING
LIGHTING

ELECTRONIC
PULSE START
METAL HALIDE

E156 150w (ED-28
Mog base)

E256 250w (ED-28
Mog base)

E356 350w (ED-28
Mog base)

E40° 400w (ED-28
Mog base)

PULSE START
METAL HALIDE

P10 100w (ED-17)
P12 125w (ED-17)
P15 150w (ED-28)
P20 200w (T-15)

P255 250w (ED-28)
P32 320w (ED-28)
P35 350w (ED-28)
P40° 400w (ED-28)

HIGH PRESSURE
SODIUM

$10 100w (ED-231/2)
$15 150w ED-231/2)
$25 250w (ED-19)

S40 400w (ED-18)

Spaulding Lighting ® 701 Millennium Boulevard e Greenville, SC 29607 e Phone: 864-678-1000

SOURCE/WATTAGE LAMP ORIENT./DISTR.

H2
H2P

H3
H3P
H4

H4P

H5
H5P

TYPE LAMPS MOUNTING FIXTURE DESCRIPTION MANU. CATALOG # NOTES SYMBOL
POLE TOP METAL HALIDE FIXTURE WITH
(1) 1500 , e e * _ COORDINATE
s1 METAL HALIDE POLE ELECTRONIC BALLAST. MOUNTED 20 A.F.C. SPAULDING RESAPISHS COLOR OF FINISH WITH ]
e AL AL CONFIRM COLOR OF FINISH WITH OWNER F-Q-* P
PRIOR TO ORDERING.
DUAL HEAD POLE TOP METAL HALIDE
(2) 1500 e e ** — COORDINATE
52 METAL HALIDE POLE FIXTURE WITH ELECTRONIC' BALLAST. SPAULDING RES fifofff, o COLOR OF FINISH WITH =1
LS T MOUNTED 20° AF.G. CONFIRM COLOR OF prafli
FINISH WITH OWNER PRIOR TO ORDERING.
POLE TOP METAL HALIDE FIXTURE WITH
(1) 2500 FLECTRONIC BALLAST. MOUNTED 20° AF.G. RCS—A4~P25-H3~ ** ~ COORDINATE
s3 METAL HALIDE POLE : G SPAULDING 2 COLOR OF FINISH WITH ]
e TAL AL CONFIRM COLOR OF FINISH WITH OWNER F-Q- e

PRIOR TO ORDERING.

NOTE: EPA and weight values do not include mounting arm.

Four inch arm adds 0.2 ft? EPA. Ten inch arm adds 0.4 ft2 EPA.

Extruded silicone gasket positively seals around tempered glass lens to doorframe and doorframe to  ELECTRICAL

housing ensuring a containment free environment. Tempered glass lens includes internal coating of * 200w-400w CWA type HPF ballast starting rating at -20 deg F (-40 deg F for HPS)

e Electronic ballast for 150w, 250w, 350w and 400w PSMH with 0-10V dimming
capability (control system by others). Ballast programmed for automatic dimming

also available (consult factory)
¢ 150w and below HPF LAG type ballast starting at -20° F (-40° F for HPS)

 Optional removable Powr-Pani® with quick disconnect available for tool-less

removal of ballast assembly

FINISH

o TGIC thermoset polyester powder paint finish applied at nominal
2.5 mil thickness. Prior to painting, all luminiares and mounting
accessories are thoroughly cleaned with acid and alkaline

LISTINGS/CERTIFICATIONS

o Listed to UL1598 for use in wet locations.
o Approved by the International DarkSky Association

Horiz. Il (hydroformed

Horiz. Il High Performance
Series (multi-faceted
hydroformed)

Horiz. Il (hydroformed)

Horiz. Il High Performance
Series (segmented)

Horiz. IV (multi-piece)

Horiz. IV High Performance
Series(segmented) with
integrated house-side shield

Horiz.V (hydroformed)

Horiz.V High Performance
Series (segmented)

01
56
T

E

v1,5
0
1
J

U

F

F
)

F Flat DB
BL
WH

GR
PS
RD

FG

cC

Dark Bronze

Black
White

Gray
Platinum Silver

Red (premium
color)

Forest Green
(premium color)

Custom Color
(consult factory)

VOLTAGE

Quad-Tap® 120/208/240/277V

480V
Tri-Tap® 120/277/347V

50Hz, 220/240V (250 & 400w PSMH

& HPS only)

Five-tap 120/208/240/277/480V

No ballast
120V (350 & 400w eHID)

208/240/277V (350 & 400w eHID

only)

120/208/240/277V (150 & 250w

eHID only)
347

W(x)

RPA2
RPA3
RPA4

RPA5
RPAG
F(X)

P(X)

PR(X)

z

Hs*

VG
RP
R(XX)

EB

Due to our continued efforts to improve our products, product specifications are subject to change without notice.
© 2014 SPAULDING LIGHTING, All Rights Reserved e For more information visit our website: www.spauldinglighting.com e Printed in USA

e

Wiring prep (replace X with
voltage: 1-120, 2-208,
3-240, 4-277, 5-480, 6-347)
Round pole adapter
(23/4-31/8")

Round pole adapter
(31/4-33/4”)

Round pole adapter
(37/8-41/2")

Round pole adapter (5”)
Round pole adapter (6”)

Fusing (replace X with volt-
age: 1-120, 2-208, 3-240,
4-2717, 5-480, 6-347)
Photobutton (replace X
with voltage: 1-120, 2-208,
3-240, 4-277)

Photo cell receptacle (replace
X with voltage: 1-120, 2-208,
3-240, 4-2717, 5-480, 6-347)

Quartz RS with lamp

Internal house-side shield
(Except type V distribution)

Polycarbonate vandal guard
Power Panel

Reveal (EB option must be
chosen also); Replace XX
with color

Embossed band
Lamp

RCS-SPEC 1/14

EQUALS SHALL BE CONSIDERED UPON SUBMITTAL REVIEW AND APPROVAL. PLEASE NOTE THAT IF AN ALTERNATE IS CONSIDERED:

1

THE CONTRACTOR IS COMPLETELY AND SOLELY RESPONSIBLE FOR ALL ASPECTS OF THE SUBSTITUTION INCLUDING UPDATING CONSTRUCTION DOCUMENTS, OBTAINING APPROVALS AND PERMITS FROM LOCAL AUTHORITY,
AND COORDINATING WITH ALL

TRADES TO ENSURE CHANGES TO AFFECTED BUILDING SYSTEM ARE ACCOUNTED FOR AND ACCEPTABLE TO THE ENGINEERING TEAM. CONTRACTOR SHALL ENSURE SUBSTITUTED EQUIPMENT

MEETS OR EXCEEDS DESIGN INTENT REGARDING RATINGS, ~ PERFORMANCE, DIMENSIONAL CLEARANCES, PHYSICAL DIMENSIONS (MAX/MIN), WEIGHT LIMITATIONS, AND OTHER ASPECTS, PROVING SUBSTITUTION IS SUITABLE TO

THE APPLICATION. ENGINEERS WILL REVIEW THE RATING AND PERFORMANCE OF

2
J

SUBSTITUTED EQUIPMENT ONLY AND WILL NOT ASSUME RESPONSIBILITY FOR SUBSTITUTION AT ANY LEVEL.

IF CONTRACTOR CANNOT MAKE SUBSTITUTED EQUIPMENT WORK IN THIS PROJECT, CONTRACTOR SHALL REVERT TO REQUIREMENTS OF PERMITTED CONSTRUCTION DOCUMENTS AT THEIR EXPENSE.
IT IS UNDERSTOOD BY ALL PARTIES THAT ANY SUBSTITUTIONS OF SPECIFIED PRODUCTS ARE DONE FOR THE PURPOSE OF COST SAVINGS TO THE OWNER. THEREFORE, ANY MATERIAL SUBSTITUTION OR DEVIATIONS

PROPOSED BY THE CONTRACTOR ~ SHALL BE INCLUDED WITH THE INITIAL BID AND SHALL SHOW A LINE ITEMS CREDIT TO THE OWNER FOR EACH SUBSTITUTION IN LIEU OF SPECIFIED PRODUCTS.

LUMINAIRE SCHEDULE NOTES

THE FIXTURE SCHEDULE INDICATES GENERAL DESCRIPTION OF LIGHTING FIXTURES AND MANUFACTURERS CATALOG NUMBERS. IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO DETERMINE THE
CORRECT CEILING CONFIGURATION AND PROVIDE THE FIXTURES WITH ALL NECESSARY TRIMS AND MOUNTING HARDWARE SO THAT BOTH THE CEILING SYSTEM AND THE FIXTURE CONSTRUCTION

MATCHES. PROVIDE SEISMIC HANGERS AS REQUIRED.
IT SHALL BE CONTRACTORS RESPONSIBILITY TO VERIFY THE EXACT LOCATION OF ALL LIGHTING FIXTURES PRIOR TO ANY WORK. SEE ARCHITECTURAL PLAN PRIOR TO ANY WORK.

FIXTURES DESIGNATED AS EMERGENCY SHALL BE SUPPLIED WITH INTEGRAL BATIERY PACK CAPABLE OF POWERING TWO T8 LAMPS FOR 90 MINUTES WITH A TOTAL LIGHT OUIPUT OF 1100
LUMENS OR ONE F13 BIAX FOR 90 MINUTES WMITH A TOTAL LIGHT OUTPUT OF 520 LUMENS.

PROVIDE ALL REQUIRED MOUNTING HARDWARE ANCHORAGE AND SUPPORTS TO INSTALL LIGHTING FIXTURES.
THE CONTRACTOR SHALL PROVIDE A COMPLETE AND OPERABLE LIGHTING SYSTEM AS PART OF THIS BUILDING CONTRACT.

MANDATORY MEASURES

BUILDING LIGHTING SHUT-OFF
FOR EVERY FLOOR, ALL INTERIOR LIGHTING SYSTEMS SHALL BE EQUIPPED WITH A SEPARATE AUTOMATIC CONTROL TO SHUT OFF THE LIGHTING. THIS AUTOMATIC CONTROL SHALL MEET THE
REQUIREMENTS OF SECTION 119 AND MAY BE AN OCCUPANCY SENSOR, AUTOMATIC TIME SWITCH, OR OTHER DEVICE CAPABLE OF AUTOMATICALLY SHUTITING OFF THE LIGHTING.

OVERRIDE FOR BUILDING LIGHTING SHUT-OFF
THE AUTOMATIC BUILDING SHUT-OFF SYSTEM IS PROVIDED WITH A MANUAL, ACCESSIBLE OVERRIDE SWITCH IN SIGHT OF THE LIGHTS. THE AREA OF OVERRIDE SHALL NOT EXCEED 5000 SQUARE

FEET.

AUTOMATIC CONTROL DEVICES CERTIFIED
ALL AUTOMATIC CONTROL DEVICES SPECIFIED ARE CERTIFIED. ALL ALTERNATE EQUIPMENT SHALL BE CERTIFIED AND INSTALLED AS DIRECTED BY THE MANUFACTURER.

OUTDOOR LIGHTING

MANDATORY LIGHTING POWER DETERMINATION FOR MEDIUM BASE SOCKETS WITHOUT PERMANENITLY INSTALLED BALLASTS.

ALL PERMANENTLY INSTALLED LUMINAIRES WITH LAMPS RATED OVER 100 WATTS EITHER HAVE A LAMP EFFICACY OF AT LEAST 60 LUMENS PER WATT OR ARE CONTROLLED BY A MOTION SENSOR.
ALL LUMINAIRES WITH LAMPS RATED GREATER THAN 175 WATTS IN HARDSCAPE AREA, INCLUDING PARKING LOTS, BUILDING ENTRANCES, CANOPIES AND ALL OUTDOOR SALES AREAS MEET THE
CUTOFF REQUIREMENTS.

ALL PERMANENTLY INSTALLED OUTDOOR LIGHTING MEETS THE CONTROL REQUIREMENTS LISTED.

BUILDING FACADES, PARKING LOTS, GARAGES, CANOPIES AND OUTDOOR SALES AREAS MEET THE MULTI-LEVEL LIGHTING REQUIREMENTS LISTED.

LUMINAIRE SCHEDULE & CUTSHEETS |1
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