
CORNERSTONE COMMUNITY CHURCH 2014  
MITIGATION MONITORING AND REPORTING PROGRAM 

1. INTRODUCTION 

This document is the Mitigation Monitoring and Reporting Program (MMRP) for Cornerstone 
Community Church. This MMRP has been prepared pursuant to Section 21081.6 of the California 
Public Resources Code, which requires public agencies to “adopt a reporting and monitoring 
program for the changes made to the project or conditions of project approval, adopted in 
order to mitigate or avoid significant effects on the environment.” An MMRP is required for the 
proposed project because the EIR has identified significant adverse impacts, and measures 
have been identified to mitigate those impacts. 

2.  MITIGATION MONITORING AND REPORTING PROGRAM 

As the lead agency, the City of Wildomar will be responsible for monitoring compliance with all 
mitigation measures. Different City departments are responsible for various aspects of the 
project. The MMRP identifies the department with the responsibility for ensuring the measure is 
completed; however, it is expected that one or more departments will coordinate efforts to 
ensure compliance. 

The MMRP is presented in tabular form on the following pages. The components of the MMRP 
are described briefly below. 

• Mitigation Measure: The mitigation measures are taken from the Environmental Impact 
Report (EIR), in the same order they appear in the EIR.  

• Timing: Identifies at which stage of the project the mitigation must be completed. 

• Monitoring Responsibility: Identifies the department within the City with responsibility for 
mitigation monitoring. 

• Verification (Date and Initials): Provides a contact who reviewed the mitigation measure 
and the date the measure was determined complete. 

As the project is of statewide, regional, or area-wide importance, any transportation information 
generated by this monitoring or reporting program will be submitted to the California 
Department of Transportation (Caltrans). 
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MITIGATION MONITORING AND REPORTING PROGRAM 

Mitigation Measure Timing 
Monitoring 

Responsibility 

Verification 
(Date and 
Initials) 

3.1 Aesthetics 

MM 3.1.3 To prevent spillover lighting onto the residential property 
directly adjacent to and south of the maintenance building 
parking lot, the applicant shall install shielded, fully cutoff 
lighting at the southern boundary of the maintenance building 
parking lot and southwest boundary of the upper parking lot. 
The plan for the cut-off shielding shall be shown on the 
construction drawings and operational prior to use of the 
parking lot. The effectiveness of the cutoff shall be measured to 
ensure that lighting of the adjacent area does not exceed 0.6 
horizontal foot candles. Additional modification of the lighting 
standards may include movement away from the property line, 
lowering in height, change of the type of light bulb or any 
other physical method necessary to reach this standard. 

Prior to operation of the maintenance 
building parking lot and the upper 
parking lot. 

City of 
Wildomar 
Public Works 
Department  

 

3.2 Air Quality None Required N/A N/A  

3.3 Biological and Natural Resources 

MM 3.3.1 Within two years of groundbreaking in undisturbed portions 
of the site, the applicant shall retain a qualified biologist to 
conduct focused surveys to determine the presence/absence 
of special-status plant species with potential to occur in and 
adjacent to (within 100 feet, where appropriate) the proposed 
impact area, including new construction access routes. These 
surveys shall be conducted in accordance with CDFW 
Protocols for Surveying and Evaluating Impacts to Special 
Status Native Plant Populations and Natural Communities 
(2009). These guidelines require that rare plant surveys be 
conducted at the proper time of year when rare or 
endangered species are both evident and identifiable. Field 

Prior to approval of grading permits City of 
Wildomar 
Planning 
Department 
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Mitigation Measure Timing 
Monitoring 

Responsibility 

Verification 
(Date and 
Initials) 

surveys shall be scheduled to coincide with known flowering 
periods, and/or during appropriate developmental periods 
that are necessary to identify the plant species of concern. 

If any state- or federally listed CNPS List 1 or CNPS List 2 
plant species are found in or adjacent to (within 100 feet) 
proposed impact areas during the surveys, these plant 
species shall be avoided to the greatest extent possible. Any 
special-status plant species that are identified adjacent to the 
PSA, but not proposed to be disturbed by the project, shall 
be protected by barrier fencing to ensure that construction 
activities and material stockpiles do not impact any special-
status plant species. These avoidance areas shall be identified 
on project plans. 

If project-related impacts will result in the loss of greater than 
10 percent of occupied habitat for a special-status species, 
then compensatory mitigation shall be required for all 
impacts that exceed the 10 percent threshold. For example, if 
18 percent of occupied habitat will be impacted, then 
compensatory mitigation shall only be required for the 8 
percent that exceeds the 10 percent threshold. Compensatory 
mitigation for permanent impacts to special-status plant 
species shall include the preservation of occupied habitat at a 
1:1 ratio (i.e., one acre preserved for each acre impacted). 
Compensation for temporary impacts shall include the 
preservation of occupied habitat at a 0.5:1 ratio. Preservation 
areas may include undisturbed areas of the site that will be 
preserved and managed in perpetuity, offsite mitigation 
lands, or a combination of both. The preserved habitat shall 
be of equal or greater habitat quality to the areas impacted in 
terms of soil features, extent of disturbance, vegetation 
structure, and contain extant populations of the same or 
greater size as the area impacted. 

A report of special-status plants observed during focused 
surveys, as well as avoidance, minimization, and mitigation 
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Monitoring 

Responsibility 
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(Date and 
Initials) 

measures to be implemented shall be prepared and 
submitted to the City of Wildomar Planning Department at 
the time of application for the City’s review and approval. 

 MM 3.3.2a Focused surveys shall be conducted within 12 months prior to 
construction activities. These surveys shall be conducted in 
accordance with the Burrowing Owl Survey Instructions for the 
Western Riverside MSHCP (March 29, 2006). 

In addition, per MSHCP Species-Specific Objective 6, 
preconstruction presence/absence surveys for burrowing owl 
within the survey area, where suitable habitat is present, will be 
conducted for all covered activities through the life of the 
building permit. Surveys will be conducted within 30 days prior 
to disturbance. Take of active nests will be avoided. If 
construction is delayed or suspended for more than 30 days 
after the survey, the area shall be resurveyed. 

Surveys shall be completed for occupied burrowing owl 
burrows within all construction areas and within 500 feet (150 
meters) of the project work areas (where possible and 
appropriate based on habitat). All occupied burrows will be 
mapped on an aerial photo. 

Within 30 days prior to any vegetation 
removal or ground-disturbing activities 

City of 
Wildomar 
Planning and 
Public Works 
Departments 

 

MM 3.3.2b If burrowing owls are found to be present onsite, the project 
proponent shall develop a conservation strategy in cooperation 
with CDFW, USFWS and the Regional Conservation Authority in 
accordance with CDFW’s Staff Report on Burrowing Owl 
Mitigation (2012). 

Prior to any vegetation removal or 
ground-disturbing activities 

City of 
Wildomar 
Planning and 
Public Works 
Departments 

 

MM 3.3.2c Prior to any construction occurring in Riversidean sage scrub 
(Figure 3.3-1) during the breeding season for the coastal 
California gnatcatcher (February 15 through August 30), a 
protocol-level survey shall be conducted by a USFWS-approved 
biologist. Surveys shall be conducted in accordance with the 
USFWS Coastal California Gnatcatcher (Polioptila californica 

Within 30 days prior to any vegetation 
removal or ground-disturbing 
activities affecting Riversidean sage 
scrub 

City of 
Wildomar 
Planning and 
Public Works 
Departments 
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Monitoring 

Responsibility 

Verification 
(Date and 
Initials) 

californica) Presence/Absence Survey Guidelines dated 
February 28, 1997. Surveys in which the species is not detected 
are considered valid for one year and should be repeated 
within one year of work commencing. 

 If surveys document the absence of coastal California 
gnatcatcher, no additional avoidance or minimization measures 
are required. If surveys document the presence of this species, 
construction in Riversidean sage scrub shall be limited to the 
non-nesting season (September 1 through February 15). 

MM 3.3.2d Migratory Bird Surveys. If clearing and/or construction 
activities will occur, within undisturbed portions of the project 
site, during the migratory bird nesting season (January 1 
through August 15), preconstruction surveys to identify active 
migratory bird nests shall be conducted by a qualified biologist 
within 3 days of construction initiation. Focused surveys must 
be performed by a qualified biologist for the purposes of 
determining presence/absence of active nest sites within the 
proposed impact area and a 200-foot buffer (if feasible). 

If active nest sites are identified within 200 feet of project 
activities, the applicant shall impose a limited operating period 
(LOP) for all active nest sites prior to commencement of any 
project construction activities to avoid construction- or access-
related disturbances to migratory bird nesting activities. An 
LOP constitutes a period during which project-related activities 
(i.e., vegetation removal, earth moving, and construction) will 
not occur and will be imposed within 100 feet of any active 
nest sites until the nest is deemed inactive. Activities permitted 
within and the size (i.e., 100 feet) of LOPs may be adjusted 
through consultation with the CDFW. 

Prior to the initiation of construction 
activities 

City of 
Wildomar 
Planning and 
Public Works 
Department 

 

MM 3.3.3 The project applicant shall ensure that the there is no net loss 
of riparian vegetation. Mitigation can include on-site 

Prior to project vegetation removal or City of 
Wildomar 
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Monitoring 

Responsibility 

Verification 
(Date and 
Initials) 

restoration or purchase of mitigation credits at a USACE 
approved or mitigation bank. Mitigation associated with 
regulatory permits issued through the CDFW, USACE, MSHCP, 
or the Water Resources Control Board may be applied to satisfy 
this measure. 

Evidence of compliance with this mitigation measure shall be 
provided prior to construction and grading activities for the 
proposed project. 

ground-disturbing activities Planning and 
Public Works 
Departments 

 MM 3.3.4a Within two years prior to groundbreaking, project applicants 
shall retain qualified biologists to determine if potentially 
jurisdictional waters are present. If potentially jurisdictional 
features are identified, the project applicant shall submit a 
preliminary jurisdictional determination to the USACE for 
verification. The verified delineation will be submitted to the 
City for its records. 

Prior to approval of grading permits. City of 
Wildomar 
Planning 
Department  

MM 3.3.4b Project applicant shall ensure that the project would result in 
no net loss of federally protected waters through impact 
avoidance, impact minimization, and/or compensatory 
mitigation, as determined in CWA Section 404 and 401 permits 
and/or a 1602 Streambed Alteration Agreement. Evidence of 
compliance with this mitigation measure shall be provided 
prior to construction and grading activities for each proposed 
project. 

Evidence of compliance with this mitigation measure shall be 
provided to the City prior to construction and grading activities 
for the proposed project. 

Prior to approval of grading permits City of 
Wildomar 
Planning 
Department 

 

3.4 Climate Change -   None required N/A N/A  

3.4 Cultural and Paleontological Resources 
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Monitoring 

Responsibility 

Verification 
(Date and 
Initials) 

MM 3.5.2a If during grading or construction activities cultural resources 
are discovered on the project site, work shall be halted 
immediately within 50 feet of the discovery and the resources 
shall be evaluated by a qualified archeologist and the Pechanga 
Tribe (Tribe). Any unanticipated cultural resources that are 
discovered shall be evaluated in the final report prepared by 
the qualified archeologist. The report shall include a list of the 
resources discovered, documentation of each site/locality, and 
interpretation of the resources identified, and the method of 
preservation and/or recovery for identified resources. In the 
event the significant resources are recovered and if the 
qualified archaeologist and the Tribe determines the resources 
to be historic or unique, avoidance and/or mitigation would be 
required pursuant to and consistent with CEQA Guidelines 
Sections 15064.5 and 15126.4 and Public Resources Code 
Section 21083.2 and the Cultural Resources Treatment and 
Monitoring Agreement required by mitigation measure 3.5.2b. 

 This mitigation measure shall be incorporated in all 
construction contract documentation. 

As a condition of project approval, and 
implemented during ground-
disturbing construction activities 

City of 
Wildomar 
Building and 
Planning 
Departments  
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Mitigation Measure Timing 
Monitoring 

Responsibility 

Verification 
(Date and 
Initials) 

MM 3.5.2b  At least 30 days prior to seeking a grading permit, the project 
applicant(s) shall contact the Pechanga Tribe to notify the Tribe 
of grading, excavation, and the monitoring program and to 
coordinate with the City of Wildomar and the Tribe to develop 
a Cultural Resources Treatment and Monitoring Agreement. 
The agreement shall include, but not be limited to, outlining 
provisions and requirements for addressing the treatment of 
cultural resources; project grading and development 
scheduling; terms of compensation for the monitors; and 
treatment and final disposition of any cultural resources, sacred 
sites, and human remains discovered on the site; and 
establishing on-site monitoring provisions and/or requirements 
for professional Tribal monitors during all ground-disturbing 
activities. A copy of this signed agreement shall be provided to 
the Planning Director and Building Official prior to the issuance 
of the first grading permit 

Prior to the issuance of a grading 
permit 

City of 
Wildomar 
Engineering 
and Planning 
Departments  

 

MM 3.5.2c If inadvertent discoveries of subsurface archaeological 
resources are discovered during grading, work shall be halted 
immediately within 50 feet of the discovery. The developer, the 
project archeologist, and the Tribe shall assess the significance 
of such resources and shall meet and confer regarding the 
mitigation for such resources. If the developer and the Tribe 
cannot agree on the significance of or the mitigation for such 
resources, these issues will be presented to the City of 
Wildomar Planning Director. The Planning Director shall make 
the determination based on the provisions of CEQA with 
respect to archaeological resources and shall take into account 
the religious beliefs, customs, and practices of the Pechanga 
Tribe. Notwithstanding any other rights available under the law, 
the decision of the Planning Director shall be appealable to the 
City of Wildomar. In the event the significant resources are 
recovered and if the qualified archaeologist determines the 
resources to be historic or unique as defined by relevant state 

As a condition of project approval, and 
implemented during ground-
disturbing construction activities 

City of 
Wildomar 
Engineering 
and Planning 
Departments  
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Monitoring 

Responsibility 

Verification 
(Date and 
Initials) 

and local law, avoidance and mitigation would be required 
pursuant to and consistent with Public Resources Code Section 
21083.2 and CEQA Guidelines Sections 15064.5 and 15126.4. 

MM 3.5.2d To address the possibility that cultural resources may be 
encountered during grading or construction, a qualified 
professional archeologist shall monitor all construction 
activities that could potentially impact archaeological deposits 
(e.g., grading, excavation, and/or trenching). However, 
monitoring may be discontinued as soon the qualified 
professional is satisfied that construction will not disturb 
cultural and/or Archaeological resources. A final mitigation 
monitoring report shall be prepared by the archaeologist 
documenting any resources found, their treatment, ultimate 
disposition, new or updated site records and any other 
pertinent information associated with the Project. Final copies 
of the report will be submitted to the City of Wildomar, the 
Developer, the Eastern Information Center and the Pechanga 
Tribe. 

 

As a condition of project approval, and 
implemented during ground-
disturbing construction activities 

City of 
Wildomar 
Engineering 
and Planning 
Departments 

 

MM 3.5.3a Prior to issuance of a grading permit for the proposed project, 
the project applicant shall retain a qualified paleontologist to 
prepare a Paleontological Resources Impact Mitigation 
Program (PRIMP) to assess the potential for presence of 
paleontological resources and the potential for project 
construction to affect such resources, if present. The PRIMP 
shall be consistent with the guidelines of the Society of 
Vertebrate Paleontologists (SVP). If it is determined, to the 
satisfaction of the City, that there is low potential for discovery 
or disturbance of paleontological resources, no further action 
shall be required.  

If potential for discovery is deemed moderate to high, the 
project applicant shall retain a qualified paleontologist to 

Prior to the issuance of a grading 
permit 

 

City of 
Wildomar 
Engineering 
and Planning 
Departments 
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Monitoring 

Responsibility 

Verification 
(Date and 
Initials) 

monitor all initial ground-disturbing activities in native soils or 
sediments. If the paleontologist, upon observing initial 
earthwork, determines there is low potential for discovery, no 
further action shall be required and the paleontologist shall 
submit a memo to the City confirming findings of low potential.  

 Should any paleontological resources (i.e., fossils) be uncovered 
during project construction activities, all work within a 100-foot 
radius of the discovery site shall be halted or diverted to other 
areas on the site and the City shall be immediately notified. A 
qualified paleontologist shall evaluate the finds and 
recommend appropriate next steps to ensure that the resource 
is not substantially adversely impacted, including but not 
limited to avoidance, preservation in place, excavation, 
documentation, curation, data recovery, or other appropriate 
measures. Further ground disturbance shall not resume within 
a 100-foot radius of the discovery site until an agreement has 
been reached between the project applicant, a qualified 
paleontologist, and the City as to the appropriate preservation 
or mitigation measures to ensure that the resource is not 
substantially adversely impacted. 

 

MM 3.5.3b A qualified paleontologist or paleontological monitor shall 
monitor all mass grading and excavation activities. Monitoring 
will be conducted in areas of grading or excavation in 
undisturbed formational sediments, as well as where over-
excavation of surficial alluvial sediments will encounter these 
formations in the subsurface. Paleontological monitors shall be 
equipped to salvage fossils as they are unearthed to avoid 
construction delays and to remove samples of sediment that 
are likely to contain the remains of small fossil invertebrates 
and vertebrates. The monitor must be empowered to 
temporarily halt or divert equipment to allow removal of 

As a condition of project approval, and 
implemented during ground-
disturbing construction activities 

City of 
Wildomar 
Engineering 
and Planning 
Departments 
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Mitigation Measure Timing 
Monitoring 

Responsibility 

Verification 
(Date and 
Initials) 

abundant or large specimens in a timely manner. Monitoring 
may be reduced if the potentially fossiliferous units are not 
present in the subsurface, or if present, are determined on 
exposure and examination by qualified paleontological 
personnel to have low potential to contain fossil resources. 

MM 3.5.3c Any recovered paleontological specimens shall be identified to 
the lowest taxonomic level possible and prepared for 
permanent preservation, including screen-washing of 
sediments to recover small invertebrates and vertebrates shall 
occur if necessary.  

As a condition of project approval, and 
implemented during ground-
disturbing construction activities 

City of 
Wildomar 
Engineering 
and Planning 
Departments 

 

MM 3.5.3d Identification and curation of specimens into a professional, 
accredited public museum repository with a commitment to 
archival conservation and permanent retrievable storage shall 
occur at an institutional repository approved by the City of 
Wildomar. The paleontological program shall include a written 
repository agreement prior to the initiation of mitigation 
activities. 

As a condition of project approval, and 
implemented during ground-
disturbing construction activities 

City of 
Wildomar 
Engineering 
and Planning 
Departments 

 

MM 3.5.3e A final monitoring and mitigation report of findings and 
significance shall be prepared, including lists of all fossils 
recovered and necessary maps and graphics to accurately 
record their original location. The report, when submitted to 
and accepted by the City of Wildomar, shall signify satisfactory 
completion of the project program to mitigate impacts to any 
potential nonrenewable paleontological resources (i.e., fossils) 
that might have been lost or otherwise adversely affected 
without such a program in place. 

Following ground-disturbing activities, 
and implemented prior to the issuance 
of a building permit 

City of 
Wildomar 
Engineering 
and Planning 
Departments  

MM 3.5.4a If human remains are encountered, California Health and Safety 
Code Section 7050.5 requires that no further disturbance shall 
occur until the Riverside County Coroner has made the 
necessary findings as to origin. Further, pursuant to California 
Public Resources Code Section 5097.98(b), remains shall be left 

As a condition of project approval, and 
implemented during ground-
disturbing construction activities 

City of 
Wildomar 
Engineering 
and Planning 
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Monitoring 

Responsibility 

Verification 
(Date and 
Initials) 

in place and free from disturbance until a final decision as to 
the treatment and disposition has been made. If the Riverside 
County Coroner determines the remains to be Native American, 
the Native American Heritage Commission shall be contacted 
within 24 hours. Subsequently, the Native American Heritage 
Commission shall identify the “most likely descendant” within a 
reasonable timeframe of receiving notification from the 
coroner. The most likely descendant shall then have 48 hours to 
make recommendations and engage in consultations 
concerning the treatment of the remains as provided in Public 
Resources Code Section 5097.98. 

Departments 

MM 3.5.4b All cultural materials, with the exception of sacred items, burial 
goods, and human remains, which will be addressed in the 
Cultural Resources Treatment and Monitoring Agreement 
required by mitigation measure 3.5.2b, that are collected 
during the grading monitoring program and from any previous 
archeological studies or excavations on the project site shall be 
curated according to the current professional repository 
standards. The collections and associated records shall be 
transferred, including title, to the Pechanga Tribe’s curation 
facility, which meets the standards set forth in 36 CRF Part 79 
for federal repositories.  

As a condition of project approval, and 
implemented during ground-
disturbing construction activities 

City of 
Wildomar 
Engineering 
and Planning 
Departments 

 

MM 3.5.4c All sacred sites, should they be encountered within the project 
site, shall be avoided and preserved as the preferred mitigation, 
if feasible as determined by a qualified professional in 
consultation with the Pechanga Tribe. To the extent that a 
sacred site cannot be feasibly preserved in place or left in an 
undisturbed state, mitigation measures shall be required 
pursuant to and consistent with Public Resources Code Section 
21083.2 and CEQA Guidelines Sections 15064.5 and 15126.4.  

As a condition of project approval, and 
implemented during ground-
disturbing construction activities 

City of 
Wildomar 
Engineering 
and Planning 
Departments  
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3.6 Geology, Soils, and Mineral Resources 

MM 3.6.2 Prior to the issuance of any grading or building permit, the 
project applicant shall submit an updated geotechnical study to 
the City of Wildomar for review and approval. The geotechnical 
study shall be prepared by a qualified engineer and identify 
grading and building practices necessary to ensure stable 
building conditions. The project applicant shall incorporate the 
recommendations of the approved project-level geotechnical 
study into project plans as directed by the City Engineer. The 
project’s building plans shall demonstrate that they incorporate 
all applicable recommendations of the geotechnical study and 
comply with all applicable requirements of the latest adopted 
version of the California Building Standards Code. A licensed 
professional engineer shall prepare the plans, including those 
that pertain to soil engineering, structural foundations, and 
installation. All on-site soil engineering activities shall be 
conducted under the supervision of a licensed geotechnical 
engineer or certified engineering geologist. 

Prior to grading and building activities City of 
Wildomar City 
Public Works 
and Building 
Departments 

 

MM 3.6.4a A keyway should be constructed at the toe of all fill slopes that 
are proposed on natural grades of 5:1 (horizontal to vertical) or 
steeper. Keyways should be a minimum of 2 feet deep and 15 
feet wide (equipment width) and tilted a minimum of 2 percent 
into the hillside. Keyways for transition slopes should tilt a 
minimum of 5 percent into the hillside. A series of level 
benches should be constructed into competent bedrock on 
natural grades of 5:1 (horizontal to vertical) or steeper prior to 
placing fill. 

During grading and building activities City of 
Wildomar City 
Public Works 
and Building 
Departments  

MM 3.6.4b All fill slopes should be constructed at slope ratios no steeper 
than 2:1 (horizontal to vertical). All cut slopes should be 
inspected by the project geologist or engineer to verify 
stability. Cut slopes exposing adverse structural features or 
significant amounts of soil may be considered unstable. 

  

 

City of Wildomar  Cornerstone Community Church 
September 2013  Mitigation Monitoring and Reporting Program 

Page 13 of 21 



Mitigation Measure Timing 
Monitoring 

Responsibility 

Verification 
(Date and 
Initials) 

Unstable cut slopes may require flattening or buttressing. 
Additionally, the final grading plan for cut/fill of parking lot 
needs to be accompanied by structural soils analysis as no 
subsurface soils analysis was completed as part of the technical 
study.    

MM 3.6.5 All existing undocumented artificial fill, topsoil, Quaternary 
alluvium, and unsuitable upper intensely weathered Cretaceous 
granodiorite shall be over-excavated to underlying competent 
granodiorite within the areas of proposed structures, fill, or 
improvements. Anticipated removal depth ranges will be 
determined by the project engineer. Additionally, all slope wash 
and alluvium should be removed from the areas to be graded 
to competent bedrock, cleared of oversized rock, and may then 
be reused as fill material. Further, all exposed removal and over 
excavation bottoms should be inspected by the project 
geologist or his representative prior to placement of any fill. 
Lastly, the project applicant shall ensure that vegetation is 
removed from areas that will be graded, with slope ratios no 
steeper than 2:1 (horizontal to vertical). All on-site soil 
engineering activities shall be conducted under the supervision 
of a licensed geotechnical engineer or certified engineering 
geologist. The upper parking lot will require grading and 
redistribution of materials amounting to approximately 24,500 
cubic yards. The material will be used within the project site, 
resulting in balanced soil excavation and fill for the project.  

During grading and building activities City of 
Wildomar City 
Public Works 
and Building 
Departments 

 

MM 3.6.6a Slab on Grade. To prevent foundation damage associated with 
potentially expansive soils, the applicant shall ensure that 
concrete slabs are designed to minimize cracking as a result of 
shrinkage and joints (isolation, contraction, and construction) 
be placed in accordance with the American Concrete Institute 
(ACI) guidelines. Additionally, special precautions should be 
taken during placement and curing of all concrete slabs. 

Prior to the issuance of a grading 
permit 

City of 
Wildomar 
Engineering 
and Planning 
Departments 
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Excessive slump (high water/cement ratio) of the concrete 
and/or improper curing procedures used during either hot or 
cold weather conditions could result in excessive shrinkage, 
cracking, or curling in the slabs. All concrete proportioning, 
placement, and curing will be performed in accordance with 
ACI recommendations and procedures. Slab-on-grade 
reinforcement and thickness should be provided by the 
structural engineer based on structural considerations. Final 
expansion testing at completion of grading could cause a 
change in the slab-on-grade recommendations. 

MM 3.6.6b Exterior Slabs. All exterior concrete slabs cast on finish 
subgrade (patios, sidewalks, etc., with the exception of portland 
cement concrete (PCC) pavement) should be a minimum of 4 
inches nominal in thickness. Reinforcing in the slabs and the 
use of a compacted sand or gravel base beneath the slabs 
should be according to the current local standards. Subgrade 
soils should be moisture conditioned to at least optimum 
moisture content to a depth of 12 inches immediately before 
placing the concrete. 

Prior to the issuance of a grading 
permit 

City of 
Wildomar 
Engineering 
and Planning 
Departments  

3.7  Hydrology and Water Quality  

MM 3.7.1 Prior to the approval of the grading permit for future 
development on the project site, the project applicant shall be 
required to prepare a stormwater pollution and prevention plan 
(SWPPP) consistent with the NPDES General Permit for Storm 
Water Discharges Associated with Construction and Land 
Disturbance Activities (Order No. 2010-0014-DWQ), which is to 
be administered through all phases of grading and project 
construction. The SWPPP shall incorporate best management 
practices (BMPs) to ensure that potential water quality impacts 
during construction phases are minimized. The SWPPP shall be 
submitted to the Regional Water Quality Control Board and to 
the City of Wildomar for review. A copy of the SWPPP must be 

Prior to the issuance of a grading 
permit 

City of 
Wildomar 
Engineering 
Department 
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kept accessible on the project site at all times. In addition, the 
project applicant will be required to submit, and obtain City 
approval of, a water quality management plan prior to the 
issuance of any building or grading permit for future 
development on the project site in order to comply with the 
Areawide Urban Runoff Management Program. The project 
shall implement site design BMPs, source control BMPs, and 
treatment control BMPs as identified in the water quality 
management plan. Site design BMPs shall include, but are not 
limited to, landscape buffer areas, on-site ponding areas, roof 
and paved area runoff directed to vegetated areas, and 
vegetated swales. Source control BMPs shall include, but are 
not limited to, education, landscape maintenance, litter control, 
parking lot sweeping, irrigation design to prevent overspray, 
and covered trash storage. Treatment control BMPs shall 
include vegetated swales and a detention basin or an 
infiltration device. The project will be responsible for 
maintenance of the basins.  

3.8 Noise 

MM 3.8.1a Prior to the issuance of grading permits, the project applicant 
shall submit a construction-related noise control plan to the 
City for review and approval. 

• Construction equipment staging areas shall be located as 
far away as possible from nearby sensitive receptors.  

• Construction equipment shall be equipped with properly 
operating and maintained mufflers consistent with 
manufacturers’ standards.  

• Stationary construction equipment shall be placed so 
that emitted noise is directed away from the noise-sensitive 
receptors nearest the project site.  

• All construction activity including staging and haul truck 

During construction activities City of 
Wildomar 
Building and 
Planning 
Departments 
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deliveries shall be limited to the hours of 6 a.m. to 6 p.m. 
between June and September, and the hours of 7 a.m. to 6 
p.m. between October and May.  

• Haul routes that do not pass noise-sensitive dwellings 
shall be preferred and utilized so long as such haul routes do 
not substantially increase vehicle miles traveled.  

• Frame-mounted temporary noise curtains with a 
minimum STC rating of 20 shall be installed near the noise-
sensitive residential receiver locations. The noise curtains shall 
be installed without any gaps or openings on the project 
boundary between the noise-sensitive receiver and the 
construction activities.  

• Fifteen (15) days prior to commencement of 
construction, the construction supervisor shall provide written 
notification of planned activities to the City of Wildomar, to 
each of the property owners along Via Carnaghi Lane, and to 
the home at 34520 Monte Vista Drive.  

• The construction supervisor shall maintain a complaint 
log noting date, time, complainant’s name, nature of the 
complaint, and any corrective action taken. A copy of the 
complaint log shall be provided to the City on a daily basis. 
The project manager shall publish and distribute to the 
potentially affected community a phone number that is 
attended during active construction working hours for use by 
the disturbed public to register complaints.  

• Each of these measures shall be drafted in a noise 
control plan submitted to the City for review and approval 
prior to issuance of grading permits. The construction 
supervisor shall ensure compliance with the noise control 
plan. The City shall also conduct periodic inspections at its 
discretion to ensure compliance.  

 

City of Wildomar  Cornerstone Community Church 
September 2013  Mitigation Monitoring and Reporting Program 

Page 17 of 21 



Mitigation Measure Timing 
Monitoring 

Responsibility 

Verification 
(Date and 
Initials) 

MM 3.8.1b The project applicant shall provide a “windows closed” 
condition, requiring a means of mechanical ventilation and 
standard dual-glazed windows with a minimum Sound 
Transmission Class (STC) rating of 30 for classrooms, libraries, 
and other noise-sensitive rooms in the preschool building. 

Prior to a certificate of occupancy of 
the preschool (as part of building 
permit requirements) 

City of 
Wildomar 
Planning and 
Building 
Departments 

 

MM 3.8.1c For the preschool building, the project applicant shall ensure 
that exterior walls have a minimum STC rating of 46. Typical 
walls with this rating will have 2x4 studs or greater, 16-inch o.c. 
with R-13 insulation, a minimum 7/8-inch exterior surface of 
cement plaster, and a minimum interior surface of 1/2-inch 
gypsum board. Interior wall finish shall be at least 1/2-inch-
thick gypsum wallboard or plaster. Ceilings shall be finished 
with gypsum board or plaster that is at least 1/2 inch thick. The 
roof system should have minimum 1/2-inch plywood sheathing 
that is well sealed to form a continuous barrier with a minimum 
insulation of R-19. 

Prior to a certificate of occupancy of 
the preschool (as a part of building 
permit requirements) 

City of 
Wildomar 
Planning and 
Building 
Departments 

 

MM 3.8.1d All window and door assemblies used throughout the 
preschool shall be free of cutouts and openings and shall be 
well fitted and well weather-stripped. 

Prior to a certificate of occupancy of 
the preschool (as a part of building 
permit requirements) 

City of 
Wildomar 
Planning and 
Building 
Departments 

 

MM 3.8.1e The project applicant shall prepare a final noise analysis prior to 
obtaining building permits for the preschool and submit the 
analysis to the City for review and approval. This analysis will 
finalize the noise requirements based on precise grading plans 
and actual building design specifications. If the noise analysis 
shows that the exterior noise levels at the preschool 
playground will exceed 70 dBA, the project applicant shall 
provide attenuation such as a noise barrier along the western 
property line, noise barrier or façade extensions along the 
southern face of the preschool building, or other measures 
recommended by the acoustical expert to ensure the outdoor 

Prior to occupancy of the preschool 

 

City of 
Wildomar 
Planning and 
Building 
Departments 
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play area noise level is below 70 dBA.  

MM 3.8.4 Parking lot sweeping and landscape maintenance activities 
shall occur only between the hours of 7:00 a.m. and 10:00 p.m.  

Ongoing City of 
Wildomar 
Planning 
Department 
and Public 
Works 
Department 

 

MM 3.8.5 Prior to completion of the upper parking lot, an access control 
gate shall be installed at the entrance to the lower parking 
area. The gate shall be operated and maintained by the church 
and be designed to prevent use or access to the parking area 
during times when the church is not in operation. The Planning 
Director or City Engineer may approve an alternative location 
for the gate if another area would serve the same purpose of 
denying access. A sign shall be placed on the gate, and at the 
entrance to each parking area, indicating a number that can be 
called should activity occur in the parking lot(s) when the 
church is not in operation.  

Prior to completion of the upper 
parking lot 

City of 
Wildomar 
Planning 
Department 
and Public 
Works 
Department 

 

3.9 Public Services and Utilities – None required N/A N/A  

3.10 Traffic 
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MM 3.10.1 The project applicant shall be required to pay its pro rata share 
of the implementation of the following traffic improvements: 

 I-15 Southbound Ramps/Baxter Road (Intersection #2) 

• Install a traffic signal. 

I-15 Northbound Ramps/Baxter Road (Intersection #4) 

• Install a traffic signal. 

Monte Vista Drive/Bundy Canyon Road (Intersection #5) 

• Install a traffic signal. 

Monte Vista Drive/Baxter Road (Intersection #9) 

• Install a traffic signal.  

Prior to occupancy, or building permit 
as required by the DIF or TUMF 
programs 

City of 
Wildomar 
Public Works 
Department 
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MM 3.10.3 The project applicant will prepare and implement a traffic 
management plan (TMP) to minimize the inconveniences 
during construction. Included among the provisions, the 
contractor will coordinate with the City of Wildomar, Riverside 
County, and local police, fire, and emergency medical service 
providers regarding construction scheduling and any other 
practical measures to maintain adequate access to properties 
and response times. The TMP may also limit construction 
activity that would impact traffic flow along Monte Vista Drive 
to occur outside of the typical weekday morning (7:00 AM to 
9:00 AM) and weekday evening (4:00 PM to 6:00 PM) peak 
hours.  The TMP will include contact information for the 
general public who may have questions concerning the project 
and access to their property. Two-way traffic through the 
construction zone will be maintained throughout the 
construction period. 

Prior to filing of a final map 
City  of 
Wildomar 
Public Works 
and Planning 
Departments 

 
 

 

City of Wildomar  Cornerstone Community Church 
September 2013  Mitigation Monitoring and Reporting Program 

Page 21 of 21 


	1. Introduction
	2.  Mitigation Monitoring and Reporting Program

